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CNG Pressure Reduc-on System: 
 

Equipment Type Pressure Reduc*on System 
Control SCADA – Remote Monitoring 
Safety Feature Pressure Release Devices, Alarm Controls, PLC Based Control 

 

  
 
Technical Data: 
 

Target Flow Rate 120 MCFH 
Designed Flow Rate  10-140 MCFH 
Designed Inlet Pressure 3800 PSIG 
Inlet Pressure Range 350-4000 PSIG 
Maximum Inlet Pressure 4000 PSIG 
Designed Outlet Pressure 60-600 PSIG 
Maximum Outlet Pressure 600 PSIG 
Ambient OperaBng Temp   -20 to 130 F 

OperaBng Humidity 5-95% 
Inlet Gas & Outlet Gast Temp. Inlet: -20 to 110 F Outlet: 34 to 110 F 

Gas Quality  Pipeline Quality 
Design ElevaBon 0- 3300 FASL (Feet Above Sea Level) 

Pressure RegulaBon Two Stages, One with Preheat 
Over PressurizaBon ProtecBon Stage 1 & Stage 2 Relief Valves, High Pressure Alarm, Burst Disk On 

Hea*ng Loops 
Gas HeaBng  Natural Gas-Fired Boiler with Shell And Tube Heat Exchangers 
Gas Inlet ConnecBons Mul*ple (3) 1” CNG hose Inlets Connec*ons 

Gas Outlet ConnecBons 3 Inch Flange, Class 300 Connec*on 

Electrical ClassificaBon  2 Areas Built In; Pressure Reduc*on Module – Class 1, Division 2; Heat 
Control 
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The Medium Flow NG Pressure Reduc5on System is a high-performance solu5on designed to 
handle inlet pressures up to 4,000 PSIG, delivering outlet pressures from 60 to 600 PSIG with a 
target flow rate of 120 MSCFH. Engineered for ambient temperatures ranging from -20 to 130°F, 
it features dual-stage pressure regula5on, natural gas hea5ng, and preheat func5onality. 

The system is versa5le and quick to deploy, with op5ons for trailer or sta5onary moun5ng. It 
includes a CNG-fueled 20KW genset for off-grid opera5ons and black start capability, making it 
suitable for remote or pipeline-restricted loca5ons. The modular design ensures minimal 
oversight with its fail-safe system and friendly HMI screens for easy set point and alarm 
controls. 

Safety is a top priority, with PLC-based control of all systems, pressure relief devices at various 
stages, and customizable instrumenta5on and control levels to fit your specific needs. Each 
system is designed to be portable and tailored to meet the demands of your project, ensuring 
both reliability and adaptability in various opera5onal environments. 

Addi-onal Pictures:  
 

   

   
 
 
 
 
For more informa5on on current availability, sales price and rental rates please contact our 
office at 1-800-909-4403 or send inquiry at info@cngdelivery.com 
 
 
 


